
LED Lobay Installa on Instruc ons 

Important Informa on 

Please understand the following instruc ons and installa on procedure before proceeding. Work must be carried out by a 

qualified electrician.  

Venture Ligh ng will not be held responsible for any claims resul ng from inadequate installa on and therefore advice may be 

required from a qualified person before proceeding. 

This product cannot be serviced; there are no user serviceable parts inside and the product should not be opened except un-

less instructed below to enable electrical connec on / or mechanical fixing.  

The LEDs in this luminaire are not replaceable by the end user and the casing should not be opened. When the LEDs reach end 

of life the whole luminaire shall be replaced.  

Installa on Instruc ons 

Always disconnect incoming power before beginning work. Qualified personnel only.  

For suspension moun ng refer to Figure 1 

For trunking or mezzanine moun ng using separately sold ACS214 refer to Figure 2 

Figure 1 - Suspension mount using supplied hangers 



Figure 2—Trunking or mezzanine moun ng with ACS214 sold separately 

Figure 3 - Op onal ball guard ACS219 sold separately 

Wiring 

Lobay is supplied with internal loop in –loop out screwless 

terminals. 

 

 

 

Product Varia ons 

Further instruc on may be required if the luminaire is sup-

plied with third party ancillaries such as PIR sensor. These 

can be downloaded at www.ventureligh ngeurope.com. 


