32W Vacademy - PRO, 5ft ,840

Order Code: COMO015

Photometric Data

Nominal Lumens 4700
LPW (lm/W) 134
Light Distribution Symmetric @
Lens / Reflector Diffuser lens/optic/panel
Life Data
Rated Life L80/B50 @ 25°C 50000
Electrical Data
Input (W) 35
Input (V)£10% 220- 240
Voltage Type AC
Power Factor 0.95
Type of Wiring Suitable for Through Wiring
120° Gamma Angles 180° 120°

Wiring X-sec (mm*2)

1.5

Non-dimmable Yes
Physical Data

Ambient Rated Temperature Range (°C) -20-45
Degree of Protection (IP) IP40
Housing Colour White
Housing Material Steel
Length (mm) 1500
Width (mm) 175
Height/Depth (mm) 75
Suitable for ceiling mounting Yes
Suitable for surface mounting Yes

Lamp Type

LED Not Exchangeable

30° 150 o 150 30°

Cover Material

Opal Plastic

Impact Strength

K03
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Accessories

ACS067 - Programming Remote for SL and SH Sensors

ACS030 - Commissioning Remote for SL and SH Sensors

ACS153 - Programming Remote for SB Sensor

ACS198 - Suspension kit for VAcademy
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